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The inclusion of ductility requirements is necessary to guarantee the safety design of any concrete struc-
ture subjected to unexpected and/or reversal loads. It is important to outline that plastic hinges may be
developed in columns of reinforced concrete buildings, especially in column-foundation joints. The defor-
mation capacity of the column depends on its slenderness. However, few experimental tests of normal
and fibre-reinforced concrete columns in the range of medium slenderness (between 5 and 10) have been
performed for the case of cyclic loading. This paper presents an experimental research study on the
behaviour of slender columns subjected to combinations of constant axial and lateral cyclic loads. In
order to study the behaviour of this type of element fourteen experimental tests were performed. The
experimental results make it possible to calibrate numerical models, and to validate simplified methods.
The following variables are studied: slenderness, axial load level, transverse reinforcement ratio, and vol-
umetric steel-fibre ratio. The maximum load and deformation capacity of the columns are analyzed. It is
interesting to note that the deformation capacity depends on the four test variables analyzed. Moreover,
the inclusion of steel fibres into the concrete mixture increases the deformation capacity. The inclusion of
a minimum transverse reinforcement is required in order to improve the effectiveness of the steel fibres.
Thus, the column behaviour suffers moderate strength losses due to cyclic loads. Finally, slenderness
influences the deformation capacity if second-order effects are important, the cross-section displays duc-
tile behaviour, and the capacity of the materials is reached.
 2012 Elsevier Ltd. All rights reserved.1. Introduction
Structures with ductile behaviour have the capacity to absorb
and dissipate energy under accidental loads, without a significant
loss of strength. This inelastic behaviour is due to the development
of plastic hinges. The capacity of ductile structures to dissipate en-
ergy is taken into account in the seismic design of concrete struc-
tures. Nowadays, the criterion of capacity-based design (EC-8 [14],
FEMA P-750 [17]) is used in the seismic design of structures. This
criterion is based on the protection of the fragile elements and re-
gions of the structure, which are strengthened in comparison to the
ductile ones. As a result, ductile failure mechanisms can be reached
more easily. For this reason, it is necessary to guarantee that plastic
hinges are developed earlier in the beams than in the columns
(‘strong column – weak beam’). However, according to ACI 441R-
97 [3], it has been stated that hinges should appear at the ends
of the columns after an earthquake [20]. Consequently, reinforced
concrete columns have to provide an important inelastic response
without a significant decrease of strength capacity, particularly in
bridge columns or in column-foundation joints.ll rights reserved.
15; fax: +34 96 387 7569.In order to guarantee the ductile behaviour of the columns, EC-8
[14], and ACI-318(08) [1] codes specify the transverse reinforcement
ratio to be included in critical zones where a plastic hinge could be
developed. For high levels of axial force it is necessary to include a
significant amount of transverse reinforcement. This may cause dif-
ficulties while concrete is being cast. A possible solution to this prob-
lem [29] is adding steel fibres to the concrete mixture. The combined
use of steel fibres and transverse reinforcement can reduce the
transverse reinforcement ratios required by design codes, particu-
larly in the case of seismic design. However, the expressions pro-
posed in the codes disregard the favourable effect of steel fibres
(EC-8 [14], ACI-318(08) [1]).
Several authors have studied the behaviour of fibre-reinforced
normal-strength concrete (e.g. [16,15,25]). These studies show
the typical stress-strain constitutive equations of the concrete in
compression, in which the inclusion of steel fibres represents a
minor increase in peak stress, a significant increase in the strain
corresponding to peak stress, and a substantial toughness increase.
This is reflected in an increase of the total energy the material ab-
sorbs prior to failure. Recent research (e.g. [18,4,9,28]) has shown
that the presence of steel fibres delays concrete spalling, and in-
creases the deformation capacity of concrete columns subjected













Fig. 2. Cross-section details (unit: mm).
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2006 [31], CNR-DT 204/2006 [12], ACI-318(08) [1], EHE-08 [11],
ACI 544.4R-88 (Reapproved 2009) [2], MC-2010 [21] among oth-
ers) have included prescriptions concerning the use of fibre-rein-
forced concrete such as description of materials properties,
design procedures or detailing provisions.
There are numerous publications concerning the study of the
strength and deformation capacity of columns under cyclic loading
[8,10]. Experimental tests available are focused on reinforced con-
crete columns (without fibres) with shear slenderness (kV) below
6.5 [27]. Laboratory tests of steel-fibre concrete columns subjected
to combination of axial and lateral loads have not been reported so
far.
Second-order effects (P–D effects) have an influence on the
deformation capacity of slender columns [5], and there is also a
lack of experimental work on columns with slenderness over 6.5.
As a result, it is necessary to study the load and deformation capac-
ities of reinforced concrete slender columns subjected to constant
axial load combined with monotonic or cyclic lateral loads.
In this research work an experimental program is presented to
fill the gap existing in the literature on slender normal-strength
concrete column tests, including or excluding steel fibres, under
constant axial and cyclic loads.
In order to analyze the effect of confinement and the inclusion
of steel fibres, the variables considered in the test program are the
axial load level and the slenderness of the column. The experimen-
tal tests provide results on the general behaviour, deformation, en-
ergy dissipation, and strength capacity of the column. In addition,
the results make it possible to calibrate numerical models, and to
validate simplified methods proposed in the codes.2. Test program
Test specimens were designed to represent two semi-columns
of two adjacent storeys connected by a central element (stub). This
can simulate the stiffening effect of an intermediate slab, or a col-
umn-foundation joint represented by the central element of the
specimen. Fig. 1 shows the geometric details of the specimens.
The length of each semi-column (Ls) is greater than the potential
length of a plastic hinge (ACI-318(08) [1], EC-8 [14]). Fig. 2 shows
cross-section details of the semi-columns. This type of specimen
has already been employed by Yamashiro and Sies [37], Priestley
and Park [30] and Barrera et al. [7] among others.
The distribution of the longitudinal reinforcement remains con-
stant along the specimen. The ratio between the mechanical con-
crete cover (distance from the centroid of the tensile bar to the
outer surface of the concrete) and the total depth of the section
is 0.15. All the stirrups were anchored with 135 bends extending
50 mm (6.25/t, where /t is the nominal diameter of the stirrup)
into the concrete core. This length satisfies the requirements of
EC-2 [13] (5/t > 50 mm) and ACI-318(08) [1] (6/t), even though
it is less than the minimum length reported in ACI-318(08) [1]1320 300
3300
300
Ls = 1500 
180 
Fig. 1. Dimensions of test sfor the case of seismic actions (76 mm). Spanish code EHE-08 [11]
does not take this design detail into account.
The parameters analyzed are: (a) shear slenderness (kV = Ls/
h = M/(V  h), where h is the total depth of the cross-section, M
and V are the bending moment, and the shear load applied); (b)
the relative normal force (m = N/[b  h  fc], where N is the axial load
applied, b is the width of the cross-section, and fc is the concrete
compressive strength); (c) the confinement effectiveness of the
transverse reinforcement (a xx, where a is the confinement
effectiveness factor, this factor takes into account the spacing
and the arrangement of the stirrups in the section, and xx is the
volumetric transverse reinforcement ratio (EC-8 [14] Sec-
tion 5.4.3.2.2)); and (d) the steel-fibre content.
In the experimental program each parameter studied ranges as
follows:
 Concrete strength (fc). A nominal strength of 30 MPa has been
chosen.
 Shear slenderness ratio (kV). Values of 5.77 and 10.71 have been
taken into account. Second-order effects cannot be neglected in
either case, and the values chosen are greater than those
reported in the literature. EC-8 [14] code can be applied to col-
umns with shear slenderness below 10. Columns with slightly
higher ratios than those reported in this code are analyzed.
 Relative normal force (m). The following three levels have been
considered: 0.10, 0.35 and 0.55. The minimum and maximum
values correspond to the limits in accordance with EHE-08
[11], EC-8 [14], and ACI-318 (08) [1]. In EC-8 [14] code it is sta-
ted that the relative normal force cannot exceed 0.65 when
designing columns with medium-ductility (DCM), and 0.55 for
the case of high-ductility (DCH). Moreover, according to EHE-
08 (Annex 10) [11], and ACI-318(08) (21.6.1) [1], the minimum
relative normal force to be considered in columns under seismic
actions is 0.10.
 Longitudinal reinforcement ratio (ql). Two similar values have
been considered: 1.44% if kV = 10.71 and 1.74% if kV = 5.77. The
objective is to compare the deformation capacity in all tests




Details of test specimens.
Id Specimen h (m) b (m) kV fc (MPa) N (kN) Nbhfc Reinforcement
Longitudinal Transverse (/t = 8 mm)
/l (mm) ql (%) st (mm) qS (%) a xx
N1 NF00L05V2S100 0.26 0.15 5.77 33.57 491.7 0.38 6/12 1.74 100 1.40 0.04
N2 NF00L05V2S50 0.26 0.15 5.77 29.68 413.9 0.36 6/12 1.74 50 2.79 0.13
N3 NF00L05V1S50 0.26 0.15 5.77 29.18 138.2 0.12 6/12 1.74 50 2.79 0.14
N4 NF00L10V2S70 0.14 0.15 10.71 30.63 211.2 0.33 6/8 1.44 70 2.56 0.11
N5 NF00L05V3S50 0.26 0.15 5.77 30.40 637.9 0.54 6/12 1.74 50 2.79 0.13
N6 NF00L10V3S70 0.14 0.15 10.71 32.68 347.0 0.51 6/8 1.44 70 2.56 0.10
N7 NF30L05V2S100 0.26 0.15 5.77 33.37 473.8 0.36 6/12 1.74 100 1.40 0.04
N8 NF30L05V2S50 0.26 0.15 5.77 38.00 523.3 0.35 6/12 1.74 50 2.79 0.10
N9 NF60L05V2S100 0.26 0.15 5.77 33.65 412.7 0.31 6/12 1.74 100 1.40 0.04
N10 NF60L05V2S50 0.26 0.15 5.77 29.52 448.6 0.39 6/12 1.74 50 2.79 0.13
N11 NF60L05V2S600 0.26 0.15 5.77 32.12 420.6 0.34 6/12 1.74 600 0.23 0.01
N12 NF60L10V2S70 0.14 0.15 10.71 30.35 241.4 0.38 6/8 1.44 70 2.56 0.11
N13 NF60L10V1S70 0.14 0.15 10.71 30.78 107.9 0.17 6/8 1.44 70 2.56 0.11


















φ l = 12 mm
φ l = 8 mm
φ t = 8 mm
Longitudinal Transverse 
φ 8 mm φ 12 mm φ 8 mm 
fy (MPa) 545.52 548.27 541.57 
εy (mm/mm) 0.0027 0.0027 0.0027 
εsh (mm/mm) 0.05 0.051 0.031 
ft (MPa) 648.21 656.98 657.82 
εu (mm/mm) 0.1720 0.1840 0.2281 
Es (MPa) 200000 
Fig. 3. Stress–strain behaviour of steel.
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Three levels are taken into account: high (0.12), medium
(0.04) and low (0.01). Given a transverse reinforcement diame-
ter /t = 8 mm: (a) a xx = 0.12 is obtained assuming a trans-
verse reinforcement spacing (st) of 50 mm if kV = 5.77, and
st = 70 mm if kV = 10.71; (b) a xx = 0.04 is obtained with
st = 100 mm if kV = 5.77, and st = 70 mm if kV = 10.71; and (c)
a xx = 0.01 taking st = 600 mm if kV = 5.77. The latter level is
considered for analysis if it is possible to replace the transverse
reinforcement with steel fibres, for cases with a larger volume
of steel fibres.
 Steel-fibre content: 30 and 60 kg/m3, corresponding to volu-
metric steel-fibre ratios of 0.38% and 0.76% respectively.
Table 1 shows the details of the 14 specimens included in the
experimental program. Designation of the specimens is carried
out using NFxLyVzSk, where ‘x’ denotes the fibre content (00, 30
or 60 kg/m3), ‘y’ is the shear slenderness (L05 for kV = 5.77 and
L10 for kV = 10.71), ‘z’ is the relative normal force (V1 for m = 0.10,
V2 for m = 0.35 and V3 for m = 0.55), and ‘k’ is the transverse rein-
forcement spacing (st) in mm.
Specimens were cast horizontally in externally-vibrated forms,
and stripped after 24 h. Furthermore, they were kept horizontal
in a humid environment to minimize the effects of shrinkage,
and were all tested at 28 days. To determine the average concrete
compressive strength (fc) three cylinders (150  300 mm) (UNE-EN
12390-3 [33]) were tested for each specimen.
2.1. Material properties
Concrete: Portland type CEM I 52,5R Cement (UNE-EN 197-
1:2000 [35]) was used, and additives were included for fibre-rein-
forced concrete. Aggregates used were crushed limestone gravel
with sizes ranging from 4 to 7 mm, and the water-cement ratio
considered was 0.63. Table 2 lists the dosages taken into account.
Steel: Type B 500 SD (EHE-08 [11]) and C class (EC-2 [13]) were
used. Fig. 3 shows the results of the characterization tests (UNE
EN-10002-1 [32]). To determinate the average values of the steelTable 2
Concrete dosages considered (kg/m3).
Concrete type Cement Water Sand Crushed limestone
1 348 220 1065 666
2
3
mechanical properties two pieces of reinforcing steel were tested
for each nominal diameter.
Steel fibres: Type: DRAMIX RC-65/35-BN steel fibres, with as-
pect ratio l/d = 35/0.55 = 63.63, and 1100 MPa tensile strength
were used. A 550  150  150 mm3 prismatic specimen was made
for each mixture, and a 3-point bending test was performed
according to UNE-EN 14651:2007 [34] in order to determine the
corresponding limit of proportionality (fL), and the residual flexural
tensile strength (fRj) (see Table 3).
2.2. Test setup
A steel-loading frame was designed to perform the tests, as
shown in Fig. 4a. The horizontal loading system comprises a
2500 kN hydraulic actuator (Fig. 4b), which is part of a frame com-
posed of four longitudinal bars anchored to plates at the ends. The
hydraulic jack is positioned in series with the test specimen, and re-
acts on one of the plates. The load is transmitted to the frame plate





Results of bending tests.
Id Specimen fL (MPa) fR1 (MPa) fR2 (MPa) fR3 (MPa) fR4 (MPa)
N7 NF30L05V2S100 2.89 2.89 2.90 2.91 2.91
N8 NF30L05V2S50 3.03 2.88 3.39 3.48 3.06
N9 NF60L05V2S100 4.41 6.51 7.24 7.18 6.37
N10 NF60L05V2S50 4.96 6.27 7.02 6.77 6.19
N11 NF60L05V2S600 4.35 6.59 7.80 7.46 6.58
N12 NF60L10V2S70 4.45 6.74 8.10 7.52 6.69
N13 NF60L10V1S70 5.00 7.79 8.78 7.97 7.02
N14 NF60L05V1S50 4.39 7.30 8.83 8.15 6.97
Fig. 4. Experimental setup and testing frame.
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actuator.
Steel joints have been positioned at the ends of the specimen to
allow the condition of pin end, and to ensure that the horizontal
load is always applied on the central axis of the element. These
joints are supported on a plate with a roller that allows the hori-
zontal displacement of the specimen (Fig. 4b). The longitudinal
reinforcement of the column has been welded at each end to a
UPN steel profile, which is fixed to the support system with four
embedded screws.
The lateral loading system is fixed to an auxiliary frame that
transmits lateral loads to the test slab (Fig. 4c). The lateral load is
applied to the specimen by a 500 kN double effect hydraulic jack.
The forces applied by the hydraulic actuators are controlled by
two load cells: a 2000 kN cell, attached to a plate in the horizontal
loading system frame, and a 500 kN cell, between the specimen
and the hydraulic actuator of the lateral load system.2.3. Instrumentation
Strain gauges were placed in eight sections at only one side of
the specimen. To ensure that the instrumented side was the first
to reach failure, an additional longitudinal bar was positioned at
both borders of a section at a distance greater than the potential
length of the plastic hinge. These strain gauges are glued to the
central bar, both in the compressed and the tensile reinforcement
(Fig. 5).
In addition, 15 linear variable displacement transformers
(LVDTs) were used to measure displacements. Devices 1–10 aredesigned to record the lateral displacement of the specimen
(Fig. 6). The rotation of the central element is obtained from the re-
cords of devices number 7 and 8. LVDT number 11 records the pos-
sible transverse displacement of the specimen due to possible
geometrical imperfections or lateral instability (Fig. 6). During
the tests, this effect was observed as negligible even when the
damage level was very high. LVDTs 12–15 (Fig. 7), are designed
to indirectly record the average bending curvature at 70 mm and
at 170 mm from the column-stub interface. The average curvature





where dij is the measured displacement of LVDT–no. j at the top side
(LVDT number 14 or number 16); dik is the measured displacement
of LVDT–no. k at the bottom side (LVDT number 13 or number 15),
and zi is the distance between the top and the bottom LVDT loca-
tions (all displacements are in mm).
2.4. Test procedure
First, a horizontal load corresponding to the relative normal
force is applied, and kept constant throughout the test. The lateral
load is then applied.
The first load cycle is done with load-control capabilities until
the total bending moment (Mcs) is 75% of the ultimate bending mo-
ment (Mu) at the critical section (70 mm from the column-stub
interface, see Fig. 8) in each direction of the tip displacement
(D+1 and D1). The ultimate bending moment is calculated
50 50 50 50 100
Additional longitudinal bar 
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Fig. 7. Horizontal displacement measurements (unit: mm).
Fig. 8. Specimen idealization.
166 K.E. Caballero-Morrison et al. / Engineering Structures 39 (2012) 162–175according to EC-2 [10]. This takes into account the properties of the
materials and the axial force pre-applied. The effect of confinement
of concrete and steel fibres is neglected, and safety factors are ta-
ken to equal one. During the first cycle, the maximum and mini-
mum displacements at the ends of the column can be obtained
(D+1 and D1, at 0.75Mu and 0.75Mu, respectively, Fig. 9). The











ð2ÞThe following cycles are performed with load-displacement control.
The displacement imposed is obtained as D = lDy, where l is the
nominal displacement ductility factor. Thus, at the beginning of
the second cycle l = 1, and then D increases Dy every two cycles
[19] (Fig. 9). Fig. 8 shows how to calculate D displacement at the
end of the column and the total bending moment (Mcs) at the crit-
ical section.
A conventional failure criterion has been fixed, assuming a 20%
loss of strength capacity in terms of lateral load or bending mo-
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Fig. 9. Test procedure. (a) Determination of Dþ1 and D

1 from the first elastic cycle under load control. (b) Loading history.
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Figs. 10 and 11 show the load–displacement diagrams recorded,
and Table 4 shows a summary of the main test results.
3.1. General behaviour
The following general observations have been made:
1. Concrete cover spalled in all specimens (Figs. 10 and 11). This
was more visible in the specimens without fibres. In addition,
fibre-reinforced concrete specimens achieved l values higher
than those without fibres, except for NF60L05V2S600 (Fig. 10g).
2. Longitudinal reinforcement yielded in all specimens (Figs. 10
and 11). In addition, the absolute value of the strain in the ten-
sile steel bars is higher than in compression, except for speci-
mens NF00L10V3S70 and NF00L05V3S50, with m = 0.55.
3. The critical region length of each column specimen was evalu-
ated by the physical observation method proposed by Pam
and Ho [26]. According to these authors ‘‘the critical region
length is considered to have occurred within an extent of region
that suffers the following damage: (1) spalling of concrete cover
(2) penetration of spalling into concrete core region (3) local buck-
ling of longitudinal steel (4) inelastic deformation of transverse
steel; and (5) yielding of longitudinal steel (if visible)’’. The lcr/h
ratio (critical region length (lcr) and total depth of the section
(h)) increases with slenderness, axial force applied, and trans-
verse reinforcement spacing (Table 4). This length (lcr) ranges
between 0.62h (for kV = 5.77 and m = 0.10) and 1.71h (for
kV = 10.71 and m = 0.55).
4. Nonfibrous specimens suffered major damages (Fig. 12a), and
crack orientation is vertical in most cases. In fibrous specimens
the crack distribution is more smeared (Fig. 12b), with the
exception of NF60L05V2S600. In this specimen a typical shear
failure occurred after stirrup yielding, spalling of concrete
cover, and buckling of the longitudinal bars (Fig. 12c).
5. The section that connects the stub and the semi-columns was
not damaged in most specimens (stub effect), despite being
subjected to the maximum bending moment (Fig. 12). Accord-
ing to other authors like [29,22] this fact is explained by the
confinement effect caused by the central element in the nearby
sections, resulting in an increase of their ultimate bending
moment. For this reason, the critical section is positioned
70 mm away from the central element within the critical region
zone (Fig. 8). Therefore, the moment – curvature diagram is cal-
culated at 70 mm from the column-stub interface.6. Failure was generally reached in most tests for a lateral load
producing a 20% loss of strength capacity. After conventional
failure was reached, the failure of the longitudinal reinforce-
ment occurred for l = 8 (Fig. 11c) only for specimen
NF00L10V2S70.
7. The anchorage of the transverse reinforcement has been effec-
tive in all specimens, that is, stirrup hooks have not opened.
Thus, the confinement produced and the deformation capacity
of the specimen did not decrease.
8. It was found that buckling of the longitudinal reinforcement has
an important influence on the deformation capacity of the col-
umn. This occurred when the reinforcement yielded (since this
significantly decreased the stiffness of the reinforcement), and
the concrete cover spalled. Rebar buckling was observed in
the following cases: all columns with st = 100 mm and
st = 70 mm (except for NF60L10V1S70) if l > 5, and columns
with st = 50 mm if l > 3 (nonfibrous specimens) or l > 5 (fibrous
specimens). The delay in this behaviour is due to the fact that
buckling occurs when there is greater nominal ductility in
fibrous specimens.
Therefore, the buckling of the reinforcement in compression de-
pends on the nominal displacement ductility factor, the type of con-
crete (with or without fibres), the longitudinal reinforcement
diameter, and the stirrup spacing. EC-8 [14] points out several stir-
rup spacings on the basis of the ductility required in order to prevent
reinforcement buckling after concrete cover spalling (8/l for DCM
and 6/l for DCH, where /l is the minimum diameter of the reinforce-
ment in compression). EHE-08 [9] code keeps the same limitations
included in EC-8 [11]. However, ACI-318 (08) [1] proposes a single
maximum spacing, equal to 6/l, which is not dependent on ductility.
It can be seen that codes are on the unsafe side (Table 4) for the most
restrictive limitation (6/l), when /l = 12 mm and st = 50 mm
(<6/l = 72 mm). Moreover, none of them considers a separation dis-
tance depending on the steel-fibre content. As a result, it will be nec-
essary to carry out future experimental tests.3.2. Ductility and energy dissipation
The ductility parameters were obtained from the idealization of
the real envelope diagram [29,19]. Both the load–isplacement
(V–D) and the bending moment–curvature (M–u) curves are ideal-
ized in a bilinear diagram, consisting of an elastic branch and an
inelastic descending branch (Fig. 13). The elastic branch starts at
the origin, intersects with the real envelope curve (V–D or M–u)




























Yielding of longitudinal bar 
Spalling of cover
2
fc (MPa) 33.57 
Fb (kg/m3) 0.00 
λ= L/h 5.77 
N/Ac.fc 0.38 
st (mm) 100 
ρl (%) 1.74 






























Yielding of longitudinal bar 
Spalling of cover
fc (MPa) 29.68
Fb (kg/m3) 0.00 
λ= L/h 5.77 
N/Ac.fc 0.36 
st (mm) 50 
ρl (%) 1.74 





























Yielding of longitudinal bar 
Spalling of cover
1fc (MPa) 33.37 
Fb (kg/m3) 30.00 
λ= L/h 5.77 
N/Ac.fc 0.36 
st (mm) 100 
ρl (%) 1.74 

































λ= L/h 5.77 
N/Ac.fc 0.35 
st (mm) 50 
ρl (%) 1.74 





























Yielding of longitudinal bar 
Spalling of cover
fc (MPa) 33.65 
Fb (kg/m3) 60.00 
λ= L/h 5.77 
N/Ac.fc 0.31 
st (mm) 100 
ρl (%) 1.74 

































λ= L/h 5.77 
N/Ac.fc 0.39 
st (mm) 50 
ρl (%) 1.74 
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Yielding of longitudinal bar 
Spalling of cover
fc (MPa) 32.12 
Fb (kg/m3) 60.00 
λ= L/h 5.77 
N/Ac.fc 0.34 
st (mm) 600 
ρl (%) 1.74 
ρs (%) 0.23 
1
Fig. 10. Lateral load versus tip displacement. Effect of transverse reinforcement and steel fibres.
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elastic curvature (uyI) can be determined. The ultimate displace-ment (Du) or the ultimate curvature (uu) in the real envelope curve




























Yielding of longitudinal bar 
Spalling of cover
fc (MPa) 29.18 
Fb (kg/m3) 0.00 
λ= L/h 5.77 
N/Ac.fc 0.12 
st (mm) 50 
ρl (%) 1.74 

































Fb (kg/m3) 0.00 
λ= L/h 5.77 
N/Ac.fc 0.54 
st (mm) 50 
ρl (%) 1.74 



























Yielding of longitudinal bar 
Spalling of cover
fc (MPa) 30.63 
Fb (kg/m3) 0.00 
λ= L/h 10.71 
N/Ac.fc 0.33 
st (mm) 70 
ρl (%) 1.74 


























Yielding of longitudinal bar 
Spalling of cover2
fc (MPa) 32.68
Fb (kg/m3) 0.00 
λ= L/h 10.71
N/Ac.fc 0.51 
st (mm) 50 
ρl (%) 1.44 



























Yielding of longitudinal bar 
Spalling of cover
fc (MPa) 30.78 
Fb (kg/m3) 60.00 
λ= L/h 10.71 
N/Ac.fc 0.17 
st (mm) 70 
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Fig. 11. Lateral load versus tip displacement. Effect of slenderness, axial load level, and steel fibres .
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was no such loss. The inelastic branch starts at (DyI, Vmax) or
(uyI, Mmax), and ends at (Du, Vu) or (uu, Mu). Both the lateral loadVu and the bending moment Mu are obtained by imposing an
energetic equilibrium between the idealized bilinear diagram and
the real envelope curve.
Table 4
Summary of test results.
Id Specimen l Bar buckling Critical region lcr (m) lcr/h
N1 NF00L05V2S100 2 Yes 0.35 1.35
N2 NF00L05V2S50 3 – 0.19 0.73
N3 NF00L05V1S50 3 Yes 0.16 0.62
N4 NF00L10V2S70 8 Yes 0.18 1.29
N5 NF00L05V3S50 2 – 0.30 1.04
N6 NF00L10V3S70 6 Yes 0.24 1.71
N7 NF30L05V2S100 2 Yes 0.20 0.77
N8 NF30L05V2S50 3 – 0.19 0.73
N9 NF60L05V2S100 3 Yes 0.24 0.92
N10 NF60L05V2S50 4 – 0.20 0.77
N11 NF60L05V2S600 2 Yes 0.35 1.35
N12 NF60L10V2S70 5 Yes 0.17 1.21
N13 NF60L10V1S70 6 – 0.17 1.21
N14 NF60L05V1S50 5 Yes 0.21 1.19
170 K.E. Caballero-Morrison et al. / Engineering Structures 39 (2012) 162–175The ultimate ductility is defined in terms of displacements as
lDu = Du/DyI; and in terms of curvatures as luu = uu/uyI.
Table 5 shows the results of ductility in the specimens. Further-
more, the level of ductility reached based on the classification by
the Spanish seismic code NCSR-02 [24] is included: high ductility
(lDu P 4), medium (4 > lDu P 3), low (3 > lDu P 2), or no ductility
(2 > lDu P 1). Fibrous specimens show low or medium levels of
ductility. Specimens without steel fibres (Nonfibrous specimens)
show medium to high levels except for NF60L05V2S600, which
suffered a shear failure. Excepting specimens without fibres with
kV = 10.71, the EC-8 [14] conservative expression that relates both
types of ductility (luu = 2 lDu  1) is fulfilled.
The column drift can be obtained as Du/Ls (Ls = 1500 mm in this
work). A direct relationship between column drift and ductility has
been observed (Table 5). Thus, below 2% drift ductility is low, up to
3% is medium, and below 4% is high.


























where n is the number of cycles applied to the specimen.
For the purpose of comparison, the normalized energy dissipa-







Table 5 shows the results of EN obtained for each specimen.
3.3. Strength capacity
Table 5 reports the maximum lateral load reached (Vmax) and
the maximum bending moment in the critical section (Mmax) in
each test. In both cases, the effects of own weight and second-order
effects (for the calculation of the bending moment) have been
considered.
A comparison between the experimental results and the meth-
od proposed by EC-2 [13] has been carried out. EC-2 [13] code rec-
ommends the use of the moment magnification method in order to






where b = p2/12 for a symmetric triangular distribution of the first
order moment, N is the design value of the axial load, Ncr is the
buckling load which is equal to p2EI=l2p , where EI is the nominal
stiffness of the support and lp is the effective buckling length. The
nominal stiffness of the column EI is evaluated according to expres-
sion 5.21, section 5.8.7.3 EC-2 [13]. It is considered the semi-column
as a cantilever support of 1.5 m length (Fig. 1) and an effective
length lp = 3 m. EC-2 [13] code does not take into account the effect










































N1 NF00L05V2S100 18.59 69.15 3.72 11.47 31.20 2.08 2.72 Low 7.19 71.68 1.01 85.81 1.11
N2 NF00L05V2S50 19.56 108.39 5.54 13.43 44.46 2.96 3.31 Medium 8.32 67.38 1.02 80.01 1.08
N3 NF00L05V1S50 22.31 150.39 6.74 14.57 52.73 3.52 3.62 Medium 15.28 47.14 0.96 63.50 1.02
N4 NF00L10V2S70 22.98 116.76 5.08 11.33 43.75 2.92 3.86 Medium 26.91 16.29 0.94 15.04 1.40
N5 NF00L05V3S50 14.31 48.24 3.37 8.73 18.08 1.21 2.07 Low 4.12 69.55 1.10 79.47 1.25
N6 NF00L10V3S70 15.51 41.25 2.66 14.00 33.18 2.21 2.37 Low 25.41 16.56 0.94 17.36 –
N7 NF30L05V2S100 13.49 63.95 4.74 10.92 34.93 2.33 3.20 Medium 9.81 71.25 0.99 80.97 1.02
N8 NF30L05V2S50 19.04 158.80 8.34 11.01 45.03 3.00 4.09 High 13.41 75.60 0.97 86.06 1.01
N9 NF60L05V2S100 20.80 112.34 5.40 11.45 38.57 2.57 3.37 Medium 8.58 70.83 0.96 83.79 1.01
N10 NF60L05V2S50 17.84 157.00 8.80 15.33 71.88 4.79 4.69 High 23.10 69.36 1.02 83.51 1.12
N11 NF60L05V2S600 22.98 75.59 3.29 14.48 31.42 2.09 2.17 Low 0.50 71.24 0.98 85.75 1.06
N12 NF60L10V2S70 26.26 324.32 12.35 10.72 52.63 3.51 4.91 High 48.15 17.35 0.95 13.47 1.39
N13 NF60L10V1S70 52.01 361.46 6.95 24.62 102.16 6.81 4.15 High 39.29 14.83 0.91 13.92 0.90
N14 NF60L05V1S50 27.28 159.34 5.84 19.08 73.25 4.88 3.84 Medium 28.25 53.16 0.89 69.92 0.93




– – – – – – – – – – – 5.4 – 14.3
Fig. 14. Energy dissipation.
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ola-rectangle diagram for concrete in compression has been used
(Section 3.1.7 EC-2 [13]). The safety factor cc and the sustained
loads coefficient acc are assumed to be ‘‘1’’ for experimental tests.
EC-2 [13] code does not take into account the effect of the residual
flexural tensile strength of the steel fibres in the evaluation of the
ultimate bending moment. As the formulation to evaluate the ulti-
mate bending moment in a section without steel fibres is the same
in EC-2 [10] code and in MC [34], the effect of the residual flexural
tensile strength is considered by a rectangular diagram (rigid-plas-
tic model) according to MC [21] (Section 5.6.4). The ultimate resid-
ual strength is determined as fR3/3 for all tests (Table 3). The safety
factors are taken equal to one.
Table 5 shows the results obtained for all the specimens both
for the maximum bending moment Mmax and the maximum lateral
load Vmax. It has not been possible to obtain the maximum lateral
load Vmax for specimen NF00L05V3S50 because the axial load
achieved was greater than the buckling load Ncr obtained with
the simplified method.
The prediction of the maximum bending moment (Mmax)
according to EC-2 [10] code is quite accurate and slightly unsafe.
EC-2 [10] code is much more safe when it is obtained the maxi-mum lateral load (Vmax). Regarding the maximum bending mo-
ment, the average ratio is 0.97 and the coefficient of variation is
5.4%, and regarding the maximum load, the average ratio is 1.10
and the coefficient of variation is 14.3%. There is a greater loss of
accuracy for sections or columns with steel fibres.4. Analysis of results
4.1. Effects of confinement and inclusion of steel fibres
Fig. 15 shows the results for the analysis of the effects of con-
finement and the inclusion of fibres. The ductility (lDu, luu), and
the strength capacity (Vmax, Mmax) are evaluated as a function of
the residual flexural tensile strength fR3 (see Table 3)
There are seven specimens for comparison: NF60L05V2S600,
NF00L05V2S100, NF30L05V2S100, NF60L05V2S100, NF00L05V2S50,
NF30L05V2S50, and NF60L05V2S50. The numerical results are shown
in Table 5. For all the selected specimens, slenderness is 5.77, average
concrete compressive strength 32.84 MPa, and average relative nor-
mal force 0.36. The values are presented in all cases as a function of
the transverse reinforcement spacing: 600, 100 and 50 mm. This
corresponds to confinement effectiveness factors of 0.01, 0.04 and
0.12 respectively. Moreover, Fig. 15b shows the predicted ductility
according to EC-8 [14]:
luu ¼
a xx þ 0;035




where md is the reduced axial compressive force, esy,d is the deforma-
tion in the steel for the design stress fy, bc is the width of the cross-
section, and bo is the width of the confined core (to the centreline of
the hoops). Safety factors are taken to equal one.
The displacement ductility increases with the confinement
effectiveness factor, as expected (Fig. 15a). Thus, in fibrous speci-
mens, with double transverse reinforcement ratio, there was a
30% increase in the displacement ductility (NF00L05V2S100 vs.
NF00L05V2S50). The series corresponding to a xx = 0.04
(st = 100 mm) shows that steel fibres improve the deformation
capacity of the specimen. Therefore, a fibre content increase of
30 kg/m3 produces a 25% increase in ductility (NF00L05V2S100
vs. NF30L05V2S100). However, an increase of the fibre content
from 30 to 60 kg/m3 represents a slight 5% improvement over the
previous case (NF30L05V2S100 vs. NF60L05V2S100). Steel fibres
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Fig. 15. Deformation and strength capacity: effect of transverse reinforcement and steel fibres.
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increases without a significant loss of strength capacity. However,
a 60 kg/m3 fibre content does not increase ductility significantly in
comparison to 30 kg/m3, because the bars in compression buckle
and limit the deformation capacity of the specimen. Even though
fibres delay concrete spalling, buckling cannot be avoided.
For a xx = 0.12 (st = 50 mm) series, 30 kg/m3 of fibres show
an improvement in ductility of 23% (NF00L05V2S50 vs. NF30L05
V2S50), while 60 kg/m3 represents an improvement over
30 kg/m3 of 16% (NF30L05V2S50 vs. NF60L05V2S50). No buckling
in the reinforcement is observed, and ductility lDu improves

























fc ≅ 32.84 MPa
λV = 5.77
Fig. 16. Bending moment–curvature envelope: effect of transverse reinforcement
and steel fibres.specimen NF60L05V2S600 (st = 600 mm and 60 kg/m3 of fibres)
shows the lowest ductility lDu of all the specimens analyzed in this
section. In this case, the possible beneficial effect of the fibres does
not occur because of the compression reinforcement buckling, thus
resulting in a significant loss of strength capacity in the postpeak
behaviour.
The curvature ductility (luu) shows the same tendency as the
displacement ductility lDu (Fig. 15a and b), and is on the safe side
compared with the expected value of ductility according to EC-8
[14] (this code does not take into account the favourable effect of
the inclusion of steel fibres into the concrete mixture). Since the
ideal elastic curve of all specimens is almost the same (on average
uyI = 18.89  103 rad/m, CV = 15%)), the increase in luu is due to
the increase in the ultimate curvature (uu), which occurs thanks to
the improvement in the concrete postpeak behaviour. The latter
occurs when the confinement is increased or when steel fibres
are included, while the reinforcement does not buckle, and there-
fore, major distortions in the reinforcement and in the concrete are
achieved in this cross-section.
The mean value of the nondimensional lateral load Vmax/
(b  h  fc) is 0.07 with a CV = 7.16% for the seven specimens ana-
lyzed (Fig. 15c). The scatter of the results is reasonable in this type
of laboratory test. Consequently, no significant variation in the lat-
eral load due to the confinement or the inclusion of steel fibres is
found.
Finally, the mean value of the nondimensional ultimate mo-
ment, Mmax/(b  h2  fc) is 0.21 with a CV = 5.37% for all of the seven
specimens analyzed (Fig. 15d). Once again the scatter of results is
reasonable for this type of test. Results show the same tendency
as for the case of maximum load. Moreover, the ultimate bending
moment does not increase due to the effect of confinement or

























Fig. 18. Relative displacement of the column. Slenderness effect.
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capacity of the full unconfined section. Furthermore, the longitudi-
nal reinforcement is in tension when the bending moment is max-
imum, and there is no evidence of a significant improvement in the
sectional strength capacity thanks to the residual tensile strength
provided by the steel fibres.
Fig. 16 shows the bending moment-curvature diagrams for the
nondimensional envelope curves. Specimens NF30L05V2S100 and
NF00L05V2S100 (both with st = 100 mm) suffered concrete spall-
ing, and therefore, a loss of strength capacity. However, in speci-
men NF60L05V2S100 the loss is less important. Specimens with
st = 50 mm do not show any loss. Finally, in the specimen with
st = 600 mm (NF60L05V2S600), concrete spalling implied the end
of the test.
According to Table 5, the tendency in comparison to the normal-
ized energy dissipation (EN) is the same as that obtained for lDu. The
specimen with the worst behaviour is NF60L05V2S600. Specimens
NF00L05V2S100, NF30L05V2S100, and NF60L05V2S100, with
a xx of 0.04 (st = 100 mm) volumetric mechanical ratio of confine-
ment, show similar values in spite of the increase of fibre content.
However, for specimens NF00L05V2S50, NF30L05V2S50, and
NF60L05V2S50, with a xx of 0.12 (st = 50 mm), EN increases with
the amount of steel fibres, so that specimen NF60L05V2S50 shows
the best energy absorption capacity.4.2. Effect of the axial load and the column slenderness
Fig. 17 shows the results for the analysis of the effect of the axial
load and the column slenderness in comparison with the deformation
capacity (lDu, luu), and the strength capacity (Vmax, Mmax) as a function
of the relative normal force N/(b  h  fc). The results corresponding to
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Fig. 17. Deformation and strength capacity: effect osented. The following specimens are analyzed: five without fibres
(NF00L05V1S50, NF00L05V2S50, NF00L05V3S50, NF00L10V2S70,
and NF00L10V3S70), and four with fibres (NF60L05V1S50,
NF60L05V2S50, NF60L10V1S70, and NF60L10V2S70). The numeri-
cal results are shown in Table 5. Results are presented by type of con-
crete (with or without fibres) and by column slenderness in all cases.
Furthermore, the value of ductility according to Eq. (5) is shown in
Fig. 17b.
There are no ductility predictions for the most slender specimen
(kV = 10.71) without axial fibres and a relative normal force of 0.10.
However, similar values to those recorded for the specimens with
the same axial load level (NF00L05V1S50 and NF60L05V1S50) are
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Fig. 19. Bending moment-curvature envelope: effect of slenderness and axial load level: (a) non-fibres and (b) fibres.
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ductility lDu is analyzed (Table 5 and Fig. 17a). In all cases ductility
increases with the axial load level in columns with steel
fibres (NF60L05V1S50 and NF60L05V2S50; NF60L10V1S70 and
NF60L10V2S70). In contrast, nonfibrous specimens show that lDu
varies depending on the slenderness and the relative normal force.
Thus, for the case with minimum slenderness (kV = 5.77) ductility
decreases while the axial load level increases (NF00L05V1S50,
NF00L05V2S50 and NF00L05V3S50). For the case with maximum
slenderness (kV = 10.71), and assuming that the value of lDu for a
relative normal force is similar to that of the specimen
NF00L05V1S50 mentioned earlier, ductility keeps practically con-
stant up to an axial load level (around 0.35), and ductility de-
creases beyond this level (NF00L10V2S70 and NF00L10V370). It
is worth noting that previous researchers [23,36,5] have also found
that ductility decreases with the axial load level in nonfibrous
columns with low slenderness (kV < 6). This is also observed when
analyzing curvature ductility (Table 5 and Fig. 17b).
The curvature ductility increases with the longitudinal rein-
forcement ratio in the case of sections with symmetrical reinforce-
ment, as shown theoretically by Bai and Au [6] and experimentally
observed in Table 5 and Fig. 17b. Thus, in nonfibrous specimens,
the cross-section with ql = 1.74% in the lowest slenderness column
(kV = 5.77) shows the highest curvature ductility. However, when
studying the displacement ductility experimentally the opposite
behaviour occurs for a medium axial load level of 0.35.
(NF00L05V2S50 vs. NF0L10V2S7, Fig. 17a). For low (of 0.10) or high
(of 0.55) levels this effect does not occur. This behaviour depends
on the importance of the second-order effects and the ductility of
the section: if the axial force is low (0.1), the second-order effects
are unimportant and the behaviour in displacements to be ex-
pected is similar to that observed at section level; if the axial force
is medium (0.35), the second-order effects are important, and the
section is also sufficiently ductile; finally, if the axial load level is
high (0.55), the section is not ductile enough, and despite sec-
ond-order effects being important.
Therefore, slenderness will have an influence on column ductil-
ity if the second-order effects are important, the section has a duc-
tile enough behaviour at ultimate, and failure occurs due to the
capacity of the materials, not because of column instability. Thus,
even though the most slender specimen (NF00L10V2S70) may
have lower curvature ductility than another specimen
(NF00L05V2S50), second-order loads are so important that the to-
tal bending moment diagram changes, increasing the potential
yielded area. Fig. 18 shows the deformed shape of the instru-
mented side corresponding to specimens NF00L05V2S50 and
NF00L10V2S70 at conventional failure. The vertical axis represents
relative displacements between the lateral displacement of the
section (d) and the maximum displacement recorded in theclamped section (dmax). In the most slender specimen
(NF00L10V2S70), a significant curvature concentration in the crit-
ical length of the column can be observed (Fig. 18).
Fig. 19 shows the bending moment-curvature diagrams for the
nondimensional envelope curves. Moreover, the typical behaviour
of two sections with different longitudinal reinforcement ratios
(without fibres), and subjected to a variation of axial force, can
be observed (Fig. 19a). Conventional failure is reached only for high
axial load levels due to limitations of the structural experimental
test. Fig. 19b shows the diagrams corresponding to test specimens
with steel fibres, in which a postpeak descending branch has not
been observed.
Ductility curvature (luu) decreases with axial force and longitu-
dinal reinforcement ratio in nonfibrous specimens (Fig. 17b). Nev-
ertheless, this tendency is the opposite in specimens with steel
fibres (NF60L05V2S50, NF60L10V1S70, NF60L05V1S50 and
NF60L10V2S70), showing the same tendency in comparison with
the displacement ductility. The bending moment–curvature dia-
gram (Fig. 19b) shows a nearly elastic, perfectly-plastic behaviour
for these specimens. Therefore, the decrease in the postpeak
behaviour of the load-displacement diagram (V–D) is due to the
P–D effects, rather than a loss of strength capacity due to material
degradation (Figs. 10f and 11e–g).
EC-8 [14] code is on the safe side for medium to high axial load
levels in specimens without steel fibres (Fig. 17b). When axial force
is low the conventional failure has not been achieved in the exper-
imental tests, despite the fact that a theoretical ductility value can
be obtained according to the codes. Conventional failure has not
been reached for fibrous specimens either, and codes are very con-
servative if the axial load level is medium.
Regarding the maximum load and bending moment (Fig. 17c
and d), a similar strength capacity in specimens with and without
fibres is shown, while the other parameters are kept constant. The
other tendencies are as expected when the longitudinal reinforce-
ment ratio, the slenderness, and the axial load level are varied.
Finally, the tendency observed in comparison with the normal-
ized energy dissipation (EN) is the same as that shown for the dis-
placement ductility (lDu).
5. Conclusions
In this study the following conclusions have been drawn:
 The inclusion of steel fibres into the concrete mixture delays
concrete cover spalling and buckling of the longitudinal rein-
forcement bars in compression, reduces the critical region
length, which involves minor damage in the area where the
plastic hinge is likely to occur, and improves curvature ductility
increasing the energy dissipation.
K.E. Caballero-Morrison et al. / Engineering Structures 39 (2012) 162–175 175 There has not been an increase in the maximum strength capac-
ity with the inclusion of steel fibres. This suggests that the
favourable effect of the residual flexural tensile strength fR3
decreases with the cyclic load applied.
 A descending branch in the bending moment-curvature dia-
grams of the specimens with steel fibres was not detected, indi-
cating that the decrease in the load-displacement diagrams (V–
D) is due to P–D effects.
 To ensure the required deformation capacity it is necessary to
prevent the longitudinal reinforcement buckling along the
length where a plastic hinge may be developed. To this end,
there must be fixed appropriate transverse reinforcement spac-
ing depending on the type of concrete (with or without fibres),
the required deformation capacity, and the diameter of the lon-
gitudinal reinforcement.
 The transverse reinforcement was anchored with 135 hooks
into the concrete core according to ACI-318 (08) [1], and was
effective (the opening of stirrup hooks has not been observed).
Therefore, there was no decrease in deformation capacity as a
result of a loss of confinement.
 Ductility will only depend on the slenderness if the second-
order effects are important, the behaviour of the section is suf-
ficiently ductile, and the material specimens reach their maxi-
mum strength, but not the instability of the column.
 In the case of nonfibrous concrete, the displacement and curva-
ture ductility decrease with the axial load applied in low slen-
der columns, while in high slender supports ductility is
almost constant up to a certain level of relative normal force,
and beyond this decreases.
 The deformation capacity obtained in columns with no fibres is
similar both for low and high axial load levels, while it increases
for the highest slender columns for medium load level.
 The ratio between the critical region length and the total depth
of the section lcr/h increases with the column slenderness, the
axial load level, and the transverse reinforcement spacing.
 EC-8 [14] ductility predictions are on the safe side for medium
to high axial load levels, while they are on the unsafe side for
low axial load levels.
 Ductility predictions according to EC-8 [14] are conservative for
fibrous specimens.Acknowledgments
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